RESIDENCE

PROPERTY LINE

CLEANOUT WITH 45°
BEND AND CAP

24x247x6”
CONCRETE COLLAR

¥ OR 2’ DIA
CONCRETE COLLAR

LEVELING COLLAR
CLEANOUT (WYE WITH CAP

AND LOCKING COVER) n
& CONCRETE LEVELING COLLAR §|.;2E h%%”\ée COVER

SEWER MAIN

NOT TO EXCEED 100" BETWEEN
CLEAN OUTS

END OF PIPE
GRIPPER PLUG.

(CHERNE 27061
OR APPROVED

12"+/-

PROPERTY

WATER TIGHT CAP

RISER CONCRETE
» LEVELING
12” PVC
i SLEEVE COLLAR
6” RISER
4”7 OR 6” SIDE SEWER

GENERAL CLEANOUT DETAIL o' WYE AND 45°
12" LOCKING COVER BEND 6” CITY STUB

CONCRETE SEE NO 12" +/- q |
LEVELIN / ASPHALT ‘ 4’ OR 6“ SIDE SEWER
COLL,AR, o CLEAN OUT DETAIL AT PROPERTY LINE

SURFACE
NOTES:
1. SIDE SEWER JOINTS SHALL BE

GASKETED.
2. PIPE SLOPE TO BE 2% MIN
1 FOOT LONG 12" PVC SLEEVE AND UP TO 50% MAX.
3. SEWER CLEANOUT COVER TO
END OF PIPE GRIPPER PLUG
(CHERNE 270261 OR APPROVED EQUAL) BE EAST JORDAN IRON WORKS

TYPICAL CLEANOUT UNDER ASPHALT iﬁggg\%[)#ggaiﬁm7 o

OR CONCRETE

REVISIONS STANDARD DETAIL

APPROVED BY DATE
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